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CONCEPT

During the previous researches, 
which shows that there is no music 

distract in Enschede. Due to the 
policy of the Dutch government, sto-
res are all closed after 6 p.m., and 
after that people has not place to 

relaxing or entertaining themselves 
except to go home, or go to res-

taurants or bar. For those people, 
especially people who comes from 
Asian countries, this is a nightma-

re, because most stores are closed 
after 9p.m during the weekdays and 

10p.m. in the weekends, some of 
them even open 24/7.

FOR US, THE “SMART CITY” MEANS 

TO CHANGE, TO CHANGE THE WAY 

OF WORKING, LIFE, TRAFFIC

OR ENTERTAINMENT ETC., WE 

COMMIT OURSELVES TO CHANGE 

THE AREA AROUND WIRELAB

INTO A MUSIC DISTRACT, WHICH 

ALLOWS PEOPLE INTERACT WITH 

TECHNOLOGY, MUSIC, AND OTHER

HUMAN BEINGS, AND ALSO IN ABLE 

TO FIND A NEW PLACE TO RELAXING 

AND ENJOY THE MUSIC

IN A NEW WAY AFTER WORK OR 

STUDY.



Concept Sketches

1. Projecter
2. Sensor
3. Screen
4. Push button
5. Projection area 
(6*6m)
6. Stickers (day time)
     Projected ele-
ments(night)



Website

The location is near the train sta-
tion and the main street to ArtEz, 
Happy Italy, a small park and city 
center, Moreover, the location is 
next to Atak, a live show theater. 
We believe we can use this as an 
opportunity to make this area into 
a music district.

The role of the website/APP will be: to find out where and 
when this installation project taking place, and when the 
projection mapping will start. Also, people who passed by 
the area can use wireless connect to the website directly.

The population crossed by during 
weekends even reached around 
10,000. Due to the huge population 
base, it should not be a concerned 
there is no one to visit this product. 
However, for this project, we use pro-
jector to project icons on the ground 
so people can walk on it and make 
their own music. Moreover, some 
stickers are going to placed on the 
ground instead of projection mapping 
during the day.

Location How it works



Customer Journey

To reflect form, character and uniqueness of Wirelab and project it on streets, like an artwork and make observer perceive it 
not just visually, but auditory. Our installation going to be a visual and audio representation of Wirelab and city of future.

Create Interactivity and Fun

Description



Functional 

Requirement

Test the position sensor when people go through the
area.

Test the motion sensor when people jumping or move.

Collect the number of the user

TSPS test

Program each instrument combine with the icon

Environmental test

Vote button on online application

Motion and sound connection

Application information

Hardware

Requirements

Projector test and measure

Speaker test

Arduino test

Build start button

Design

Requirements

Identify the styles

Design the standby state interface

Background animation

Logo

List of Requiements



Design

Requirements

Poster

Instrument icon

Installation user interface

Application interface

Other

All kinds of instrument sound and environmental sound

Production facilities needed

Max map

Collect Sunset time

Performance
The installation can create music for users, by 
jumping and walking in the installation area,and 
also visualise the music for user.
Environment
Need: This installation need a open space to pro-
jection on the ground.
Avoided: The installation use projector, the sun-
light will affect the effect of the projection soit will 
work better during night.
Life in service
Mainly work in night, but some part can also be 
used during daytime.
Maintenance 
The maintenance is necessary for some physical 
part, like the start button, because thosebutton 
will have physical loss and physical damage. The 
projector and speaker is notnecessary for mainte-
nance.
Target product cost
€100
Transport
Almost facility we need is already in there, so only 
button part need be move to the location.
Packaging
Only start button part need be packaged in a box.
Quantity Only one
Reuse, Recyling
All the installation can be recycled or reused.

Requirement Checklist
Production facilities
Projector, screen, button, motion sense, position 
attract sensor, speaker.
Materials
Plywood, plastic, sensors, led light, speaker, pro-
jector.
Size and weight
The projection area is 6*6 square meters. Start 
button is around 30*30*120 cm. Weight less than 
3kg. Start button is around 30*30*120 cm. Weight 
less than 3kg.
Product life span
The installation should be work couple years.
Standards, Rules and Regulations
The copyright of the music or songs. safe rule.
Testing
We will test the installation by other student before 
using.
Safety
Pay attention to the user, maybe they will fall 
down when they jump or running ing the installa-
tion.
Societal and political implications
The visualisation content should fit to the dutch 
law and relevant provisions.
Installation and initiation of use
Installation is not necessary, almost part is by 
projection.



Morphological Chart



TSPS (The Toolkit for Sensing People in Spaces) is an open-source tool for creating interactive 
applications based on natural user interaction. Thanks to its OSC option it can connect to different 
platforms on which the programming for the interaction part can be done. The Wirelab company 
uses TSPS for gathering data of the amount of people that pass by in weekends and during the 
week days in that area. TSPS, in combination with a camera, is a good tool for detecting the differ-
ence between fast movement and slow movement. Meaning the fast movement will be attributed 
to jumping and the slow movement to simple moves.

In my long-lasting searches of how to connect TSPS and MAX MSP I 
have found different examples that could be very useful for our instal-
lation. UNITY has the programming software C#  integrated in which I 
made the OSC connection with TSPS. In this case I’ve used an ex-
ample that spawns an object for each person detected by the camera 
connected to TSPS in a specific area.

Since we are including a button to be pressed in the installation, I have 
already started testing. I connected a button, that I have from a previ-
ous project, with a red led to the Arduino. Using the Arduino software, 
I have used an example to test this simple functionality:  when the 
button is pressed the led turns off and when the button is not pressed 
the led stays on.

TSPS + UNITY

Arduino + Button + Led

Test/ Experiment



State Transition Diagram Play

State Transition Experiment



Visualisation of Customer Journey



Hardware Diagram

Our main calculation maschine is a computer.
Button is connected to arduino which has wireless connection 
with our main computer. 
When you press the button, Arduino send a 'run' signal to comput-
er, this action starts Motion camera. 
Motion camera recognize changes on a field and communicate 
with software connected to projectors and speakers.

Deployment Diagram



Wiring Diagram



Construction Plan




